Cable Block Assembly Clamp 8mm Hardware Series for
Cable Applications
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Clam Cable Clam Cable

Part number Sizep un Part number Sizep FOY
CBA38SS8 2pcs CBA12SS8 2pcs
+CBA38DS8 3/8” 4pcs CBA12DS8 172" 4pcs
CBA38TS8 6pcs CBA12TS8 6pcs
CBA78SS8 2pCs CBASF125S8 2pcs
CBA78DS8 7/8" 4pcs CBASF12DS8 1/2"SF 4pcs
CBA78TS8 6pcs CBASF12TS8 ' | 6pcs
CBA1585S8 2pcs CBA114SS8 2pcs
CBA158DS8 1-5/8" 4pcs CBA114DS8 1-1/4" 4pcs
CBA158TS8 opcs CBAT14TS8 bpcs

Description
To install multiple cable runs on towers where space is limited. Without additional adapters, these clamps can

Provide sturdy, reliable, long-term support to systems by means of tough and UV resistant material.

Bill of material

Piece parts Material Qty. Surface treatment
1. Threaded rod M8xL SUS304 1pce Passivation
2. Nut M8 _ SUS304 3pcs Passivation
3. washer @8 SuUs304 2pcs Passivation
4, Plastic clamp Polypropylene 2Xpcs : N/A

5. C-Frame SUS304 1pce . Passivation
6. Bowl washer SUS304 1pce Passivation
7. Spring Washer ¢8 SUS304 1pce Passivation
8. Bolt M8x45 SUS304 1pce Passivation
Performance

Temperature -40°C to +70°C

Salt spay test 96 hr.s (MIL-STD-1344:1977 Method 1001.1)

UV Resistance 300 hr.s (ISO 4892-2:2006(E) Method A)

RoHS 2002/95/EC Compliance
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Cable Block Assembly Clamp 8mm Hardware Series for
Cable Applications

Installation instruction & tools

Installation instruction N/A

Tools Wrench 13#
Packing

Standard 1pc in plastic bag

WANHO disclaims any responsibility for the results of improper usage.
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